


« SERRATE

Features

The serrated clamps are available in various types and sizes in
natural color(sufix - 9) or black(suffix-w) suitable for

outdoor installation

-Technical features: good weather resistance to all hydrocarbon
oils, halogenated organic substances and compounds

- Thede clamps are not attacked by termites, microorganisms,
bacteria or fungi

- Material: Nylon 6,6UV Resistence (suffix w)

- Resistance to flame propagation (suffix hs)

- Temperature range: -0 to 85° C

- Specifications: MIL -S- 23190

Dimension (mm) o Admissible  Load
Leng  Width i) brack (ke) Reference
98 2,5 1,0 - 21 8,2 L-2,5x98
160 2,6 1,0 - 40 8,2 L-2,6x160
200 2,6 1,0 -52 8,2 L-2,6x200
140 3,6 2,0 -35 13,6 L-3,6x140
200 3,6 2,0 - 50 13,6 L-3,6x200
290 3,6 2,0 - 80 13,6 L-3,6x290
200 48 3,0 - 50 2,7 L-4,8x200
290 4,8 3,5 -79 2,7 L-4,8x290
360 4,8 3,5 - 103 2,7 L-4,8x360
180 7,8 3,5 - 45 54,4 L-7,8x180
300 7,8 4,0 - 80 54,4 L-7,8x300
365 7,8 8,0 100 54,4 L-7,8x365
540 7.8 35,0 158 54,4 L-7,8x540
750 7.8 35,0 200 54,4 L-7,8x750
780 9,0 32,0 233 71,4 L-9x780
1000 12,5 50,0 302 110,0 L- 12,5x1000

«CLAMPS

Features

- Clamps stainless steel with high resistance to
chemicals radiation, weathering and high
temperatures

- Special closing system for auto-lock allowing
an extremely quick and easy installation

Dimensions (mm) missible Load
Leng Widt (mm) brack v Reference

201 4,6 50 667 KE 1128
259 4,6 69 667 KE 1138
360 4,6 102 667 KE 1148
520 4,6 152 667 KE 1158
201 7,9 50 1112 KE 1328
259 7,9 69 1112 KE 1338
360 7,9 102 1112 KE 1348
520 7,9 152 1112 KE 1358
Tool for application of K 9229
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*RIBBONS OF STAINLESS

Features

-Tape capable of supporting large voltages due its large
clamping tensile stenght
- Can be applied to any desired lenght

Dimensions (mm) Quantity

Widt (Pol.) Widt Esp.Leng .(mt) packages Reference
174 6,35 0,70 30,5 -
Fita 304 3/8 9,53 0,70 30,5 . €923

de aco 304 1/2 12,70 0,70 30,5 - C924
inox 304 5/8 15,88 0,70 30,5 - C925

304 3/4 19,05 0,70 30,5 - C926

201 174 6,35 100 €252
Fivela 304 3/8 9,53 100 €953
de aco 304 1/2 12,70 100 C954
Inox 304 5/8 15,88 100 €925

304 3/4 19,05 100 €926
Tool for installation of stainless 10 coo1
Tool for installation of stainless steel strip C075

« RIBBONS OF STAINLESS STEEL ISOLATED
«TAPES

Features
- Tapes stainless steel coated
PVC
-Recomended for corrosive areas
~ Widt Leng Weigh
- — o) kg) Reference
1/4 6,35 25 0,9 AE 432
3/8 9,53 25 1,2 AE 433
1/2 12,70 25 1,6 AE 434
5/8 15,88 25 2,0 AE 435
3/4 19,05 25 2,4 AE 436
BUCKLE TAPES
Features
- Fasteners for stainless
Width Weight Referen
poleg.  Mm kg
1/4 6,35 0,1 AE 452
3/8 9,53 0,3 AE 453
1/2 12,70 0,4 AE 454
5/8 15,88 0,5 AE 455
3/4 19,05 0,6 AE 456
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o CLAMPS FOR FIXING LIGAREX

Features

- Magnetic clamps suitable for fixing to steel braided
copper grounding in low and medium voltage terminators

Description Dimensions Reference
C D
Roll tape Ligarex - INO108-500  50mt _8mm R(5000
Plie Ligarex ALI.LIG
D ipti Dimensions
escription Qtt e émm)o Reference
Clamps - 400 100 12 15 400 8 L400
Clamps - 600 100 12 15 600 8 L600
Buckles for ribbon 100 12 15 - FIV.LIG
*CLAMPS WITH
Features
- Clamps with nail for cables fixing
- Application for round cables or paraleers
- Color: white, gray or black
°* ROUND
Quantity Application
o FLAT CABLES Package range(mmy)  Reference
100 4 RCO4R
— 100 5 C05
Quantity Application 100 6 RC 06
Package range (mm2) Reference 100 7 RC 07
100 1,0 KF 1,0 100 10 RC 10
100 2,5 KF 2,5 100 12 RC 12
100 4,0 KF 4 100 14 RC 14
100 6,0 KF 6 50 16 RC 16
100 10,0 KF 10 50 18 RC 18
50 1,0 KF 16 50 19 RC 19
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e ST SERIE

Features

- Strenght plastic pipe clip 15000 N to 60000 at
medium and high voltagt mono and tripolar cales.
- Composed of two amovible parts

- The bottom is fixed to a structure or surface, and
subsquently put the cables to be fixed on this,
then closed eith the top

Dimensions We'ght Reference
D L B | d H h a grs

18-26 77..45 49 10 36-44 13 6 90 ST 18-26
26-38 92 60 60 12  48-60_ 21 10 165 ST 26-38
36-52 10760 75 12 58-74 26 11 220 ST 36-52
50-75 128 60 95 12 76-101 35 14 300 ST 50-75
75-100 172 80 127 14 110-135 51 19 770 ST 75-100
100-130 202 80 158 14 141-170 65 20 765 ST 100-130

«SUPPORT FOR FIXING THE FACADE

Features

- Application: Fixing cables facades

- Installation: No use of plug and screw, is fast unistall, hole 7 mm in diameter
- Usage: plastic clamp with serrated height of 9 mm, resistant to UV

- Rays Material: Nylon resistant to the rays UV

- Color: Black

- Pack of 250 units

Nylofix

Reference

SFP

«AUTO-TAPPING BASE

Features

- Application: Fixing cables facades

- Installation: with the use of threaded steel nail

- Usage: plastic clamp with serrated maximum with of 9mm, UV
- Resistant

- Material: Nylon resistant to UV rays

- Color: Black

Reference
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